
Kit Assembly

Mist Tent
PART # SQ20012-01

Instructions for Use
1.  Remove mini SQUAIR® from the pouch.
2.  Affix sterile mini SQUAIR® close to either side of the intended 

incision site and hand off attached suction tubing.
3.  Connect tubing to suction source. 
4.  Drape device and incision per your routine.
5.  Activate suction device.
6.  Initiate procedure.
After operation ends, remove mini SQUAIR® and attached tubing.
Dispose of as hazardous material.
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Manufactured by Medline Industries, Inc. for:
Nascent Surgical, LLC
6595 Edenvale Blvd., Suite #140, Eden Prairie, MN 55346-2505
Tel. (952) 345-1112  Fax (952) 345-1114  E-mail: info@nascentsurgical.com
U.S. Patent # 6,942,650; addt’l patents pending.

Designed With the O.R. Team in Mind ®

Surgical Smoke and Bioaerosol Capture System
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Caution: Federal law restricts this device to sale by or on order of a physician.
Do not resterilize. Sterile in unopened, undamaged package. Store at room temperature.
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miniSQUAIR®

Tubing with Connectors

T-Piece
Connector

1.	Remove the tent components from the plastic bag
2.	Unfold the sides of the tent
3.	Snap the separate panel to the main tent to complete construction.
4.	If desired, place the end of the 2' of corrugated tubing through the top of the tent.
5.	Attach the T-piece connector to the end of the tubing to disperse the air flow.
6.	Place the patient's torso within the tent on a pillow for comfort.
7.	Remove the miniSQUAIR® from its pouch, remove the release paper and adhere to the pillow. Lead the 

tubing from the tent beneath the flap.
8.	Fold down the front flap to complete patient isolation.
9.	Connect corrugated tubing to air mixture and miniSQUAIR® tubing to ULPA filter of the suction device.

Features of the Aerosol Capture Kit
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Components

Aerosol Capture Kit
Assembly Instructions

Final Assembly
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